
BOOT DETAILS

STANDARD CERTIFICATION

BOOT FEATURES

Sizes

Range
Naturals

Colour
Wheat

Description

P R O D U C T  S P E C I F I C A T I O N

ZIPPY

Industry

Construction

Upper Material

Lining Material

Insole

Safety Toe Cap

Midsole

Outsole

AS 2210.3:2019 SRA

Agriculture, Automotive,
Manufacturing,
Construction 

Injected

Nubuck Leather

Cambrelle

Polyurethane

Steel

Polyurethane

Polyurethane

YKK Zipper

Steel Toe Cap

Padded Collar & Tongue

Wheat Nubuck Leather Upper

Life Natural Anti-Odour Lining

Slip & Oil Resistant

Toe Scuff Protection

Anti-Static Protection

Heat Resistant PU Outsole
High quality zipper provides a
quick release and ease of access.

Made from high quality, long lasting
nubuck leather.

Plant-based antimicrobial protection
that eliminates 99% of odour 
causing bacteria.

Capable of resisting a drop force of 200
joules to offer premium protection for
your toes.

Added foam around the ankle & shin
area to provide better support, stability
and comfort.

Minimises the amount of static
electricity build up by dissipating it
through the sole.

Designed to meet the slip & oil
resistance for standard AS/NZS 2210.3.

PU outsole is abrasion & heat resistant
up to 130°C.

Added toe scuff and abrasion protection
to prolong the life of the boot.

UK2-13 (Half sizes 6½-10½)

Zip sided lace-up ankle boot with
steel safety toecap.

804-88841

For more safety tips & updates, follow us on  @safety.com.sg
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