
Product Specification Sheet

For more safety tips & updates, follow us on    @PDS.Safety

PDS International Pte Ltd  /  T: 6776 6200  /  E: pds@safety.com.sg  /  W: safety.com.sg

Brand WORKSafe Model AIRSPEX E3032

Type Plano Eyewear Standards SS473:2011

Weight 44g Complies With ANSI Z87.1

Frame Height 47mm Bridge Width 17mm

Lens Thickness 2mm Hinge-hinge (Inner Width)  148mm

Lens Base Curve 5 Temple Length (Lens-Tip) 165mm

Lens Coating Anti-fog Coating (AF) Lens Polycarbonate (PC)

Front Frame Polycarbonate (PC) Temple Polycarbonate (PC) /
Thermoplastic Rubber 
(TPR)

Screw Copper Nickel Alloy Nose Pads -

WORKSafe® AIRSPEX E3032
PLANO EYEWEAR

PRODUCT CODE 
WSE3032-C3
Transparent clear frame w red tips, clear AF lens

Bid goodbye to boring overspecs design with the 
arrival of WORKSafe® Airspex. A fashionable piece 
with bold, sleekly designed ventilated temples and 
red rubber temple tips add a tinge of style and 
excitement to the user. WORKSafe® Airspex can 
be worn over prescription glasses or on its own as 
safety spectaclesor sunglasses.

• Ventilated temples increase aeration and minimise 
fogging while upping the fashion quotient

• Dual density injected anti-slip skull-grip temples
• Complies with ANSI/ISEA Z87.1-2010 and 

SS473:2011 standards


