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High Pressure CGA Fittings

FD-17 Aeroquip®

Plug
Coupler

Compressed Air Cylinder Testing Kits - Page 17-18

QDAFD17F
QDAPFD17M

Air Storage Cylinders

Hand Tight Fitting - Universal

SS347HT CGA-347 universal hand tight, fits CGA-346 

or 347 male thread, maximum pressure 5500 psi

Hand Tight Fitting - High Pressure

SS347SNHT CGA-347 high pressure hand tight, fits CGA-347 

male thread only, maximum pressure 5500 psi

Wrench Tight Fittings - CGA-346 Series
Maximum pressure, 3000 psi

Wrench Tight Fittings - CGA-347 Series
Maximum pressure, 5500 psi

HPBR049 CGA-347 brass nut

HPBR050 CGA-347 brass stem

VC4SMMSS CGA-347 check valve

Wrench Tight Fittings - CGA-702 Series
Maximum pressure, 7500 psi

SS702N CGA-702 brass nut

SS702S CGA-702 brass stem

VC4SMMSS CGA-702 check valve

Quick-Fill Adapter

QDAPFD17M Quick-Fill adapter - plug

QDAFD17F Quick-Fill adapter - coupler

Contact Customer Service for ordering information.

AC-444

AC-60 AC-87

Model No. Description

Model No. Description

AC-60 60 cf CGA-346, 2216 psi, aluminum, DOT/TC/ISO/UN

AC-87 87 cf CGA-347, 4500 psi, fully wrapped carbon fiber, DOT/TC approved

AC-300 300 cf CGA-346, 2400 psi, steel, DOT/TC approved

AC-444 444 cf CGA-347, 4500 psi, steel, DOT/TC/ISO/UN approved  

AC-472 472 cf CGA-347, 5000 psi, steel, DOT/TC/ISO/UN approved

AC-509 509 cf CGA-702, 6000 psi, steel, DOT/TC/ISO/UN approved

Model No. Description

HPBR025 CGA-346 brass nut

HPBR026 CGA-346 brass stem

HPBR027 CGA-346 check valve & brass stem

Model No. Description

Model No. Description

Model No. Description

Model No. Description
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