
ELECTRICAL SOLUTIONS

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Part Number Legend

Color
(Legend/

Background)

Height Length
Std.
Pkg.
Qty.In. mm Ft. m

HTB3-C-M CAUTION Black/Yellow 3.00 76.20 1000.00 305.00 1

HTB3-DNE-M CAUTION DO
NOT ENTER

Black/Yellow 3.00 76.00 1000.00 305.00 1

HTB3-HV-M CAUTION 
HIGH VOLTAGE

Black/Yellow 3.00 76.00 1000.00 305.00 1

Material Chart

Material Print Method Temperature Range Features

Vinyl 
(PVL)

Pre-Printed -50°F to 225°F
(-46°C to 107°)

Indoor/outdoor rated; heavy duty material for
flat applications and safety and facility
identification; resistant to UV light, chemical
atmosphere, and abrasion.

Part Number Legend

Legend Height Height Width
Color

(Legend/
Background)

Markers
Per

Card

Std.
Pkg.

Card(s)In. mm In. mm In. mm
PVL100BY-0-Y 0

1.00 25.40 1.50 38.10 0.88 22.35 Black/Yellow 10

25
PVL100BY-1-Y
thru
PVL100BY-9-Y

1
thru

9

25

PVL100BY-A-Y
thru
PVL100BY-Z-Y

A
thru

Z

25

PVL100BY-DSH-Y — 25

PVL200BY-0-Y 0

2.00 50.80 2.25 57.15 0.88 22.35 Black/Yellow 10

25

PVL200BY-1-Y
thru
PVL200BY-9-Y

1
thru

9

25

PVL200BY-A-Y
thru
PVL200BY-Z-Y

A
thru

Z

25

PVL200BY-DSH-Y — 25


