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Grade-D Breathing Air Filtration

Breathing Air Hose & Accessories

LF2H - Polyethylene Hose Cover

ASWHIPLINE
Attached to
3/8” Hose

3/8” Breathing Air Hose 

1/2” Breathing Air Hose

3/4” Breathing Air Hose

Whip Check Air Hose Safety Cable

H-50-3

H-25-5

Portable Pre-Filter
Designed for use with compressors discharging a large volume of oil and water.  

Ideal for use in humid climates.

Portable Pre-Filter

The Breather Box®

½” Connect Hose

Air from
Compressor

Air Flow
PF-240

Model No. Description

Model No. Description

PF-240 High capacity portable compressor prefilter with stand, 300 cfm capacity, 

½” Chicago inlet, and ½” 5000 series Hansen socket outlet, includes auto drain

BB100-A Replacement particulate filter for PF-240

Model No. Description

H-6-3 6 foot length - ¼” Hansen style fittings

H-10-3 10 foot length - ¼” Hansen style fittings

H-25-3 25 foot length - ¼” Hansen style fittings

H-50-3 50 foot length - ¼” Hansen style fittings

H-100-3 100 foot length - ¼” Hansen style fittings

H-300-3 300 foot length - ¼” Hansen style fittings

LF2H Polyethylene hose cover - fits ½” or ³⁄₈” hose - 1125’ roll

Model No. Description

H-6-5 6 foot length - ½” Hansen style fittings

H-10-5 10 foot length - ½” Hansen style fittings

H-25-5 25 foot length - ½” Hansen style fittings

H-50-5 50 foot length - ½” Hansen style fittings

H-100-5 100 foot length - ½” Hansen style fittings

H-300-5 300 foot length - ½” Hansen style fittings

Model No. Description

H-25-12 25 foot length - ½” Hansen style fittings

H-50-12 50 foot length - ½” Hansen style fittings

H-100-12 100 foot length - ½” Hansen style fittings

Model No. Description

ASWHIPLINE Hose to Hose - fits OD ½” to 1¼” hose (20” length)

ASWHIPLN10 Hose to Hose - fits OD 1” to 2½” hose (28” length)

ASWHIPLN15 Hose to Hose - fits OD 1½” to 3” hose (38” length)

ASWHIPTL20 Hose to Tool - fits OD ½” to 1¼” hose (20” length)

ASWHIPTL38 Hose to Tool - fits OD 1½” to 3” hose (38” length)

Polyethylene Hose Cover

Specifications
• High capacity 300 cfm bulk filtration and

moisture removal - 200 psi rated with

metal bowl

• Automatic drain assembly

• Use after compressor and before Grade-D 

Breather Box®  filtration unit 

• Galvanized steel frame with carry handle

• Supplied with ½” Chicago fitting on inlet, 

½” Industrial Interchange socket on outlet

Other lengths
and fittings
available for
an  additional

charge

Contact us at (800) 866-8100 or sales@airsystems.com
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