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3.1

Tech specs SUPREME line plus – Type G90

Technical details - SUPREME line plus

Model size S M L XL XXL

Volumetric flow rate with 10-fold air exchange approx. [m³/h]
approx. [cubic ft/h]

1,8
63.56

3,0
105.93

5,3
168.24

7,5
264.83

8,9
314.26

Pressure drop in cabinet/pressure loss at ex-
haust air (connection) socket acc. to EK5/AK4 
09-10 with 10-fold air exchange

[Pa]
[Psi]

<1/<1
<1/<1

<1/<1
<1/<1

<1/<1
<1/<1

<1/<1
<1/<1

<1/<1
<1/<1

Volumetric flow rate with 120-fold air exchange approx. [m³/h]
approx. [cubic ft/h]

21,8
765.79

35,1
1239.38

63,0
2224.53

89,4
3156.71

107,0
3778.17

Pressure drop in cabinet/pressure loss at ex-
haust air (connection) socket acc. to EK5/AK4 
09-10 with 120-fold air exchange

[Pa]
[Psi]

<1/13
<1/<1

<1/41
<1/<1

<1/34
<1/<1

10/85
<1/<1

40/131
<1/<1

Load bearing capacity with uniformly distributed 
load/shelf for side installation

[kg]
[lbs]

50/60
110/132

50/60
110/132

50/60
110/132

50/60
110/132

50/60
110/132

Dimensions - Interior fittings [mm] -  SUPREME line plus 
	 [inch]

Model size S M L XL XXL

Width Depth Height Width Depth Height Width Depth Height Width Depth Height Width Depth Height

Intermediate shelf 424
16.7

350
13.78

35
1.38

424
16.7

350
13.78

35
1.38

724
28.5

350
13.78

35
1.38

1024
40.31

350
13.78

35
1.38

1224
48.19

350
13.78

35
1.38

Shelf for side installation incl. 
cylinder holder – – – 220

8.66
347

13.66
220
8.66

220
8.66

347
13.66

220
8.66

220
8.66

347
13.66

220
8.66

220
8.66

347
13.66

220
8.66

SUPREME plus S
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