Specifications

Use With

Color

Brand

Compatible With
Manual Pump Type

Powered By

Use With Flammables

Sold as
Weight

# per Pallet

Composition

Maximum Flow Rate
Maximum Viscosity

UNSPSC

Zee Line Nylon Piston Hand Drum Pump

DRM462 For General-Purpose Chemicals, 16
0z./Stroke, 30 wt.

[ ) Easily handle small water-based dispensing jobs
with 16 oz. per strokel/lift.

- Moves 16 oz. of water-based liquid per stroke

- Spout rotates upward to prevent messy drips
between uses

- Fits 15- through 55-gallon drums with 2" NPT
bungs

- Maximum recommended viscosity equals SAE
30 wit.

15 to 55 gal. Drum w/ 2" NPT Bung
White

Zeeline

General-Purpose Chemicals
Piston Operated

Manual

No

1 each

1.5 Ibs.

50

Body, Piston - Nylon
Rod - Stainless Steel
Seals - PTFE

16 oz./Stroke
30 wit.

40151529



Pigalog® Page Number
Metric Equivalent
Weight

Technical Information

Technical Documents

Page 329

.7 kg

Zee Line Pump

Pump Selection Guide

(Z3) New Pig

World's best stuff for leaks, drips and spills.

One Pork Avenue * Tipton, PA 16684-0304

1-855-493-4647 « Fax: 1-800-621-7447+« newpig.com *

hothogs@newpig.com



http://www.pigalog.com/?PageLabel=329
https://newpig.scene7.com/is/content/NewPig/pdfs/ZEELINEPUMPCHEMGUIDE.pdf
https://newpig.scene7.com/is/content/NewPig/pdfs/PUMPSELECTIONGUIDE.pdf

