PIG® Pole-Mount Transformer
@ Containment Bag

PAK237 For 75 kVA to 167 kVA Pole-Mount
Transformers, Max 2,250 Ibs. (HazMat) or 2,780
Ibs. (Non HazMat)

Lift, contain and transport leaking pole-mount
transformers with this UN Rated containment bag.

- UN Rated for Packing Group II for the safe
transport of PCBs

- High-capacity straps are rated at 10,000 Ibs. for
secure lifting using hoist or forklift with proper
attachment

- Bag is made of watertight nylon/polyethylene
sandwiched between durable woven
polypropylene for ultimate weather, puncture
and tear protection

- Three integrated Fat Mat Pads cushion bag to
prevent damage on rough surfaces like
diamond plate; also soak up leaks and splashes
of mineral oils and PCBs

- Pull-up duffel sleeve covers entire transformer
and cinches with attached drawstring to help
keep liquid in and debris or rainwater out

- Bright-white color with reflective stripe is easy
to see

- Self-supporting material holds bag open for
easy, one-person loading; sewn-in Tyvek tag
lets you record tracking information

- Also great for transporting engines,
manufacturing equipment and other heavy,
leaky objects

- Ideal for transporting and storing larger 75 kVA
and 100 kVA transformers

- Packed for compact storage in vehicles

ltem# Description Dimensions Weight

PAK237-WH White, ext. dia. 42" x 48" H 24 1bs.2,250 Ibs. (HazMat) or
2,780 Ibs. (Non HazMat)

Metric Equivalent:

ltem# Description Dimensions Weight

PAK237-WH White, ext. dia. 106.7cm x 121.9cm H 10.9 kg

Specifications



Container Type
Lining

Use With
Dimensions
Absorbency

Lid Closure

Strap Dimensions
Sold as

Weight

# per Pallet

Composition

UNSPSC

Weight Capacity

Bags

Lined

75 kVA to 167 kVA Pole-Mount Transformers
ext. dia. 42" x 48" H

Up to 4 gal.

Cinch-Top

56" Strap

1 each

24 |bs.

18

Outer Bag, Absorbent Material - Polypropylene
Inner Bag - Nylon
Webbing - Polyester

24111505

2,250 Ibs. (HazMat) or 2,780 Ibs. (Non HazMat)

Pigalog® Page Number Page 401
Metric Equivalent
Absorbency Upto15.1L
Dimensions ext. dia. 106.7cm x 121.9cm H
Weight 10.9 kg
Technical Information
Certifications, Approvals and Ratings
UN13H4/z/*/USA/AA6394/0/1020
Technical Documents
Instructions for PIG Transformer Containment Bag
40 CFR 112.7
40 CFR 122.26
@ New Pjg One Pork Avenue * Tipton, PA 16684-0304

1-855-493-4647 « Fax: 1-800-621-7447+ newpig.com *» hothogs@newpig.com

World's best stuff for leaks, drips and spills.


http://www.pigalog.com/?PageLabel=401
https://newpig.scene7.com/is/content/NewPig/pdfs/INST_PAK235_PAK236_PAK237.pdf
https://www.govinfo.gov/content/pkg/CFR-2018-title40-vol24/pdf/CFR-2018-title40-vol24-sec112-7.pdf
https://www.govinfo.gov/content/pkg/CFR-2018-title40-vol24/pdf/CFR-2018-title40-vol24-sec122-26.pdf

