PFAEBAT PTR2E Ribbons and Labels

Available in three types:

High Performance Resin Ribbons for harsh environments
Provide excellent durability, print quality, chemical resistance and abrasion resistance

Versatile Wax/Resin Hybrid Ribbons for printing on a wide range of materials
Provide good durability, excellent print quality, and versatility to print on a variety of Panduit labels

Wax Ribbons for general purpose labeling
Economical solution provides good print quality on self-laminating labels and heat shrink markers

Type of Ribbon
Material Wax/Resin Hybrid Wax Resin
Destructible Paper O O
Destructible Polyethylene O O
Heat Shrink O O
KAPTON* (Polyimide) 0
Paper Continuous Tape O O
Polyester g O
Polyester Continuous Tape O O
Self-Laminating TEDLAR* 0 0
Self-Laminating Vinyl Film O O
TEDLAR* O O
Vinyl Cloth 0 O
Vinyl Continuous Tape O O
*KAPTON and TEDLAR are the registered trademarks of E.l. DuPont Co.
Std.

Width Height Pkg.
Part Number Material In. (mm) Ft. (m) Color Qty.*
TTRH2-BL , , 2.52 (64.0) 299 (91.1) Black

Wax/Resin Hybrid
TTRH-BL 4.33 (110.0) 299 (91.1) Black
TTRW2-BL W 2.50 (63.5) 299 (91.1) Black
ax
TTRW-BL 4.33 (110.0) 299 (91.1) Black
TTR2-BL 299 (91.1) Black
2.50 (63.5) :

TTR2-WH 262 (79.8) White 1
TTR-RED 299 (91.1) Red
TTR-GRN Resin 299 (91.1) Green
TTR-BLU 4.33 (110.0) 299 (91.1) Blue
TTR-BL 299 (91.1) Black
TTR-WH 262 (79.8) White

*Order number of ribbons required in multiples of Std. Pkg. Qty.

Can be used for wrapping around wires or in flat applications
Print and apply top white label and overlaminate with clear bottom label
Material: GMV3 Vinyl

Nominal Std.
Part Print-On Label Size Overlaminate Label Size Labels Cable O.D. Range Pkg.
Number In. (mm) In. (mm) Per Row In. (mm) Qty.*
TTSL-2P 1.00 x 0.50 (25.4 x 12.7) 1.00 x 1.00 (25.4 x 25.4) 4 0.16 - 0.32 (4.0 - 8.1) 2500
TTSL-7P 2.00 x 1.00 (50.8 x 25.4) 2.00 x 2.94 (50.8 x 74.7) 2 0.32-0.93(8.1-23.7) 500

*Order number of labels required in multiples of Std. Pkg.
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