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Type II AccuFlow™  Safety Cans – 
Optional Colors

• Differentiate different types of liquids and avoid 
accidental equipment damage

• Identify, organize and segregate incompatible liquids

• Quick visual reference for workers

• Typical industry convention is:  
      o Red for gasoline  o Blue for kerosene  
      o Yellow for diesel  o Green for oil

• Certified by FM Approvals, UL/ULC, and TÜV;  
meet OSHA and NFPA requirements

Enjoy the same safety features found in Justrite’s 
red AccuFlow™ cans, in 3 additional colors for  
color-coding convenience

Safe-Squeeze® trigger on AccuFlow™ safety can provides finger tip control when 
filling up equipment.

7250230 7225330 7210420

Safety Cans & Containers

Description and Capacity Hose OD x L Can OD x H Approv/Lstg
Regulation

Yellow Can 
Model

Blue Can 
Model

Green Can 
Model

1 gallon (4 L) steel safety can with hose

0.625 x 9 in  
16 x 229 mm

9.5 x 10.5 in (241 x 267 mm)

FM, UL/ULC, TÜV

 7210220 7210320 7210420

2 gallon (7.5 L) steel safety can with hose 9.5 x 13.25 in (241 x 337 mm) 7220220 7220320 7220420

2.5 gallon (9.5 L) steel safety can with hose 11.75 x 12 in (298 x 305 mm)  7225220 7225320 7225420

5 gallon (19 L) steel safety can with hose 11.75 x 17.5 in  (298 x 445 mm) 7250220 7250320 7250420

2.5 gallon (9.5 L) steel safety can with hose 1 x 9 in 
 25 x 229mm

11.75 x 12 in (298 x 305 mm) 7225230 7225330 7225430

5 gallon (19 L) steel safety can with hose 11.75 x 17.5 in (298 x 445 mm)  7250230 7250330 7250430


