
CONSTRUCTION INDUSTRY AND RESPIRATORY HAZARDS

CEMENT performs its useful function to provide the stable structures of 
any buildings, only if it is employed in the form of �ne powder. 
This powder contains SILICA in crystalline form which is very dangerous 
because of its hardness and its high stability.
People who "handle" cement must take care to safeguard
themselves against this �ne powder and should not inhale
the cement dust.

In the CONSTRUCTION �eld dust is generated during various processes 
such as “construction and demolition work, excavation work, abrasive 
blasting, mining, crushing, quarrying, and tunneling work. Sawing, 
grinding, brick chasing, wall and �oor tiling, rock drilling etc. Also in this 
case it is of very �ne powders with the same elements of the dangerou-
sness of the silica.
ASBESTOS is a group of minerals with thin microscopic �bers. If 
products containing asbestos are disturbed, the tiny �bers are
released into the air. When they are inhaled, they can become
trapped in the lungs and stay there for many years. Over time these
�bers can accumulate and lead to serious health problems, including:
Lung Disease/Respiratory Problems, Asbestosis, Mesothelioma, Lung
cancer Other lung problems
Dust particles from 5 to 15 micron deposited in the respiratory tract are 
eliminated by mucociliary movement, but the particles from 0.5 to 5 
micron that come in the respiratory tract cannot be eliminated.
In the Cement industry workers are exposed to di�erent diseases that 
damage the respiratory tract, the most dangerous and frequently are 
chronic pulmonary, bronchial asthma professional, lung cancer and 
silicosis.
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GIVE TO YOUR EMPLOYEES A COMPLETE PROTECTION AGAINST DUST 

ELIPSE P100 PROTECTIVE RESPIRATORS 
HAVE A MINIMUM EFFICIENCY 
OF 99.97% AND POROSITY 0.3 MICRONS



W. 110 mm

COMFORTABLE

LIGHT

ULTRA COMPACT
Large non-return

exhaust valve

HESPA® + �lter, Ultra 
low pro�le design, 

depth of visual �lter on
the mask: 5mm
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W. 53 mm

Elasticated adjustable
head and neck strap, 
secure & stable �t use

ANATOMICAL DESIGN
Elipse �t perfectly to the face, without hindering 
the user. The compact pro�le of the body and �lters 
allows all ELIPSE® range masks to perfectly seal to 
the face and ensure the greatest possible �eld of 
vision during use, without interfering with other 
eye or ear protections which users choose to wear.

COMFORTABLE and HYPO-ALLERGENIC
Unique comfort, thanks to the �exible and soft
characteristics of the TPE (Thermo Plastic 
Elastomer), used in the ELIPSE® masks, making 
them very comfortable even for extended use.

HIGH PROTECTION AND RESISTANCE
pleated replaceable �lters o�er a minimum 
e�ciency of 99.97 % or higher at 0.3 microns 
particle size

CERTIFICATIONS

RESPIRATORS PROTECTION CLASS – P100

NIOSH 42 CFR84 P100

DIMENSIONS
Filter: 11mm x 97mm x 53mm
Mask: 93mm x 130mm x 110mm
WEIGHT:
Filter:  17.5 g
mask: 98 g

 

GVS North America - 63 Community Drive - Sanford, ME 04072 - USA
tel. +1 866 7361250

gvslifesci@gvs.com

CODES

SPR451 (S/M)

SPR457 (M/L)

Elipse Mask S/M with P100 �lters

Elipse Mask M/L with P100 �lters

pair of replacement P100 �ltersSPR321

DESCRIPTION

130 g130 g 130 g


